FEDERAL SUPPLY CLASS
5940

NOTICE

THIS DOCUMENT HAS BEEN TAKEN DIRECTLY FROM U.S. MILITARY SPECIFICATION MS27429F AND CONTAINS

AS27429

ONLY MINOR EDITORIAL AND FORMAT CHANGES REQUIRED TO BRING IT INTO CONFORMANCE WITH THE
PUBLISHING REQUIREMENTS OF SAE TECHNICAL STANDARDS. THE INITIAL RELEASE OF THIS DOCUMENT
IS INTENDED TO REPLACE MS27429F. ANY PART NUMBERS ESTABLISHED BY THE ORIGINAL SPECIFICATION
REMAIN UNCHANGED.

THE ORIGINAL MILITARY SPECIFICATION WAS ADOPTED AS AN SAE STANDARD UNDER THE PROVISIONS OF
THE SAE TECHNICAL STANDARDS BOARD (TSB) RULES AND REGULATIONS (TSB 001) PERTAINING TO
ACCELERATED ADOPTION OF GOVERNMENT SPECIFICATIONS AND STANDARDS. TSB RULES PROVIDE FOR
(A) THE PUBLICATION OF PORTIONS OF UNREVISED GOVERNMENT SPECIFICATIONS AND STANDARDS

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.

voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

WITHOUT CONSENSUS VOTING AT THE SAE COMMITTEE LEVEL, AND (B) THE USE OF THE EXISTING
GOVERNMENT SPECIFICATION OR STANDARD FORMAT.

UNDER DEPARTMENT OF DEFENSE POLICIES AND PROCEDURES, ANY QUALIFICATION REQUIREMENTS AND
ASSOCIATED QUALIFIED PRODUCTS LISTS ARE MANDATORY FOR DOD CONTRACTS. ANY REQUIREMENT
RELATING TO QUALIFIED PRODUCTS LISTS (QPLS) HAS NOT BEEN ADOPTED BY SAE AND IS NOT PART OF
THIS SAE TECHNICAL DOCUMENT.
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SEE SHEET 3 FOR NOTES

FOR DESIGN FEATURE PURPOSES, THIS STANDARD TAKES PRECEDENCE OVER ACQUISITION DOCUMENTS

REFERENCED HEREIN.

REFERENCED DOCUMENTS SHALL BE OF THE ISSUE IN EFFECT ON DATE OF INVITATIONS FOR BID.
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NOTES:
1. MATERIAL

(a) FOR MS27429-1 AND MS27429-2:
ASTM-B-36-66 52T ALLOY NO. 230, DISCONNECT PORTION HARD TEMPER ROCKWELL B65 MINIMUM, OR
ASTM-B-152-66, DISCONNECT PORTION HARD TEMPER, ROCKWELL F92 MINIMUM.

(b) FOR MS27429-3:

ASTM-B-152-66 DISCONNECT PORTION HARD TEMPER, ROCKWELL F92 MINIMUM.

(c) INSULATION SLEEVE: THERMOPLASTIC (NYLON OR POLYETHYLENE).

2. FINISH: ELECTRO-TIN, PLATE .0001 INCH MINIMUM-THICKNESS TO MIL-T-10727.
3. INDENT .015 MINIMUM TO PREVENT INCORRECT ASSEMBLING.

4. RELIEF TO ALLOW FLUSH MATING OF SURFACES.

5. UPSET TO ASSIST RETAINING ACTION .002-.012 (BETWEEN MATED SURFACES).
6. “V" CUTOUT OPTIONAL.

7. BREAK ALL SHARP EDGES AND REMOVE ALL BURRS.

8. THESE FITTINGS ARE USED IN PAIRS - WHEN MATING ANY TWO FITTINGS MUST FORM A TIGHT SECURE
SPLICE.

9. QUALIFICATION: FOR QUALIFICATION; SPLICES (MATED) SHALL BE TESTED WITH ANY ONE OF THE
FOLLOWING WIRES: MIL-W-5086, MIL-W-16878 EXCEPT /8, /9 OR /10, MIL-W-22759/1, /9 OR /11 OR
MIL-W-81381/1, /3 OR /7 AND TOOLING AS FOLLOWS: MIL-C-22520/5-01 TOOLING WITH MIL-C-22520/5-100 DIES
INSTALLED FOR SIZES 22 THROUGH 10 SPLICES; OR MIL-C-22520/10-01 TOOLING WITH MIL-C-22520/10-101
DIES INSTALLED FOR SIZES 22 THROUGH 14 SPLICES AND MIL-C-22520/10-100 DIES INSTALLED FOR SIZES 12
THROUGH 10 SPLICES. EXISTING MS90413 AND MS3316 TOOLS IN THE FIELD MAY BE USED UNTIL WORN
OUT.

10. DIMENSION “J" REPRESENTS THE MINIMUM OPENING THAT WILL ACCEPT THE FINISHED WIRE.

11. CONTOUR INDICATED BY PHANTOM LINES MAY VARY FROM THAT SHOWN TO SUIT INDIVIDUAL
MANUFACTURER'S DESIGN.

12. INSULATION SUPPORT AND TERMINAL BARREL MAY BE MULTIPLE PIECE CONSTRUCTION.

13. WIRE INSERTION SHALL BE FACILITATED BY BELL MOUTH.

14. THE GOVERNMENT HAS A ROYALTY-FREE LICENSE UNDER U.S. PATENT NO. 3,516,043 DATED JUNE 2, 1970,
ENTITLED “HERMAPHRODITIC DISCONNECT TERMINAL” FOR THE BENEFIT OF MANUFACTURE OF THE ITEMS

ILLUSTRATED HEREIN EITHER FOR THE GOVERNMENT OR FOR USE IN EQUIPMENT TO BE DELIVERED TO
THE GOVERNMENT.
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IRCHES mm INCHES mm INCHES mmn
.002 0.05 .081 2.06 .210 5.33
. 004 0.10 .090 2.29 .213 5.46
.005 0.13 .100 2.54 .220 5.59
.010 0.25 .120 3.05 234 5.94
.012 0.30 122 3.10 240 6.10
015 0.38 .125 3.18 . 270 6.86
016 0.41 .128 3.25 .275 6.99
020 0.51 .129 3.28 .280 7.11
.025 0.64 .130 3.30 .300 7.62
.029 0.74 10 3.33 .315 8.00
.031 0.79 135 3.43 .320 8.13
.035 0.89 <153 3.89 L334 8.48
037 0.94 .156 3.96 . 361 9.17
.040 1.02 .160 4.06 4735 12.07
.043 1.08 .171 4.34 .480 12,19
.050 1.27 .182 4.62 . 540 13.7
.056 1.42 .186 4,72 .769 19.30
062 1.57 190 4.83 1.000 25.40
070 1.78 .200 5.08 1.300 33.02
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